
              

 

MANUAL BED ARGUS TREN 

 

  

OPTIONAL: ABS SIDE RAILS 



F E A T U R E S  
Epoxy-coated steel tube frame 

Headboard and footboard easily detachable , with fixing system without  using 
tools 

Complete with support for accessories (IV drop,  lifting pole, etc.) 
Mattress retainers on both sides. They contribute to the correct positioning of 
the lying surface 

Holders to anchor straps  
4 independent and removable polyethylene sections bed of high resistance, easy 
to clean. Useful surface 100% 

For improved maneuverability, the bed includes four 125 mm diameter pivoting 
Tente castors, two with individual brake (OPTIONAL central brake) 
Specially designed screw height adjustment from 430 mm to 730 mm., for 
effortless operation  
Backrest and knee sections adjusted by gas spring 
Trendelemburg / reverse trendelemburg adjusted by crank up to 12º 

Mechanically operated independent footrest, for optimum ergonomics by means 
of a 5 positions rastomat. 
FOWLER position to make patient´s stay more comfortable (cardiology, asthma, 
etc.).  The FOWLER POSITION has a high importance for patients suffering from 
cardiac and respiratory problems, as this can increase their recovery process in a 
remarkable way. 

Low base HI polyurethane surface to protect the bed mechanism and facilitate 
and easy cleaning.  
Security distances among all sections joints and articulations in compliance with 
Directive CE 93/42/CE to prevent and avoid trapping accidents. 4 protective 
bumpers stoppers of Ø100 mm, placed at each side corner, to protect the bed 
while transportation. 
Epoxy coated steel side rails with security system covering above 80% of the 
total length of the bed. Frontal handle made in non corrosive nylon/fibre with 
handle for easier adjustment.  Optional: ABS side rails with soften drop 
system through gas spring and with angle indicator. 

TECHNICAL DATA 

SECURITY 

COMFORT 

HANDLING 

MATTRESS 

Overall dimensions 2160 X 960 mm 

Patient surface dimensions 1950 x 850 mm 

Height range 43 a 730 mm 

Backrest angle 70º 

Legrest angle 36º 

Trendelemburg / reverse trend. 12º 

Max. Safe working load 250 kg. 

Weight without accessories 105 kg. 


